
1 SFS | Rainscreen Cladding | TD-A4 | V01

All information is non-binding and without guarantee. Before using the products, all specifications and calculations 
must be checked by a suitably qualified person and local regulations must be observed. This document is subject to 
revision. We reserve the right to make technical changes.

L

6.
0

D12

T30

Features and Benefits

• Concealed fastener suitable for installation of a metal hanger onto cladding panel
• Secured against over-torquing given by rips below the head
• Time saving installation compared to conventional blind attachements
• Simple standard blind hole sufficient - no complex undercut hole required
• Blind holes can even be drilled on site

Fastener material

Austenitic stainless steel A4

Approvals

–

TD-A4

Documentation

Technical Data

Application

Concealed fastener for fixing a metal hanger to cladding panel

Component 1 (tI) Component 2 (tII)

Metal hanger Cladding panel ≥8.0

Pre-drill Ø 6.5–7.0 Pre-drill Ø 4.9–5.0
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Fastener in A4
onto cladding panel

Product code PU L

TD-A4-D12/R-6×8 500 8 1585584

TD-A4-D12/R-6×9,5 9.5 1585585

TD-A4-D12/R-6×11,5 11.5 1585560

TD-A4-D12/R-6×14,5 14.5 1585587

Accessories/Ancillaries

Product code PU L Drill depth Drive Head drive D

T30-25-HEX¼" 10 25 – ¼" T30 – 24010

Bit holder ZA¼" 58 – ¼" – 1162306

Depth locator universal 1 – 5.0 HEX8 – 1478567

HSS-4,9×40,5 40.5 5.5 – 4.9 1586911

HSS-4,9×42,5 42.5 7.5 1586913

HSS-4,9×45,5 45.5 10.5 1586914


